
Compare 
Lector strumenti 

audio 
DAC 

    

M o d e l Digitube S-192 Digitube DSD 
Coming soon 

Digicode -704 
 

+ PSU218 

Digicode / S-192 
 

+PSU218 

 
Type of Dac chip 

Sigma Delta AKM 
 

PCM  1 dac 

Multirate BB 
PCM-DSD 1 dac 

With remote control 
handset 

Multibit R2R BB 
 

PCM 4 dac 

Multibit R2R BB 
 

PCM 4 dac 

 
Nr. Digital  

Inputs 

[ 5 ] 2 spdif / 1 Aes 3  
1 opto  toslink 
1 USB Hi rez 

384Khz 

[ 5 ] 2 spdif / 1 Aes3  
1 opto toslink 
1 USB Hi rez 

384 Khz 

[ 3 ] 2 spdif  
1 Aes3 

 
192 Khz  

[ 5 ] 2 spdif / 1 Aes 3 
1 opto toslink 
1 USB Hi rez 

384 khz 

Nr. Digital 
Outputs 

1 spdif by bnc 1 spdif by bnc 
 

no 1 spdif by bnc 

W.C. 
Master clock in 

Yes 
BNC 

Yes 
BNC 

no Yes 
BNC 

 
Power supply 

Linear psu 
internally 

Linear psu 
internally 

External power 
supply unit PSU218 

External power 
supply unit  PSU218 

 
Analog output 

Unbalanced 
 RCA connectors 

Unbalanced 
 RCA connectors 

Balanced & 
unbalanced by 

RCA / XLR 

Balanced & 
unbalanced by 

RCA / XLR 

Display info 
sampling 

yes yes no yes 

 
Resolution 

32 bit /384 Khz 
PCM / DXD  

Spdif: 192 Khz 

24 bit / 384 Khz 
PCM / DXD  
DSD DoP 

Spdif: 192 khz 

 
24 bit 192 Khz 

USB 24 / 384 Khz 
PCM / DXD 

Spdif 24/192 Khz 

Tubes output 2 x ECC-81 2 x ECC-81 4 x ECC-81 4 x ECC-81 
Gold  selection 

 
 
 
 
 

Optional 

 
 
 
 
 

Spikes feet 
or 

Iso footer feet 
 

Selected 
ECC-81 
tubes 

 
 
 
 
 

Spikes feet 
or 

Iso footer feet 
 

Selected 
ECC-81 
tubes 

Spikes feet 
or 

Iso footer feet 
 

Selected tubes 
ECC81 

Lateral panels: 
Wood 

Black solid plexi 
 

Panels available  
also for PSU218 

 
Parallel dac kit 
option for full 

unbalanced output 
Two dac in parallel  

per channel 

Spikes feet 
or 

Iso footer feet 
 

Lateral panels: 
Wood 

Black solid plexi 
 

Panels available 
also for PSU218 

 
 

Parallel dac kit 
option for full 

unbalanced output 
Two dac in parallel  

per channel 

Optional  
external unit  

W.C. master clock 
external unit 

W.C. master clock 
external unit 

For USB input need 
external adaptor 

USB > spdif 

W.C. master clock 
external unit 


